
Currently being used around the world in healthcare, food 
service, education and more, SAO™ delivers high 
performance with savings over traditional chemicals.

Patented Stabilized Aqueous Ozone (SAO™) delivers 
a simpler, safer, more sustainable way to clean and 
sanitize everyday hard surfaces.  

STABILIZED AQUEOUS OZONE
THE SMARTEST WAY TO CLEAN

 

3 SIMPLE STEPS TO SAO

STEP 3
SAO cleans for days* and 

safely reverts  back to 
water and O!.

STEP 2
SAO is attracted to germs, soils, 

and bacteria and quickly 
eliminates contaminants.

STEP 1
Oxygen (O!) from the air is safely 

turned into O", then infused
into ordinary cold tap water.

SIMPLIFY YOUR CLEANING PROGRAM
No more storing, mixing, or disposing of traditional chemicals.  
No need to worry about the health e#ects of chemicals on your 
sta#, customers, or guests—or the corrosive e#ects of chemicals 
on the surfaces and equipment you clean.

Cold tap water enters the cartridge. Once treated, the 
water is able to expand cleaning time by up to 6 days.

As the treated water moves through the “smart” 
dispenser, sensors monitor the systems to ensure that 
the water has been infused with the right amount of O".

The dispenser is ready to $ll mop buckets, spray bottles, 
auto-scrubbers, and more with SAO™ for cleaning, 
sanitizing, and deodorizing.
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US and International Patents and Patent Pending.

lotus® and Tersano™ are trademarks of Tersano Inc

TECHNICAL SPECIFICATIONS

TERSANO 
SAO DISPENSER
Dimensions: 57cm x 47cm x 25cm
                           (22.5” x 18.5” x 10”)
Weight: 14.5 kg (32 lbs)
Rate: up to 14 litres/min (3.5 gallons/min)

! Based on a "ow rate of 8 lpm (2 gpm)

CARTRIDGE
MODEL #

Sanitizing Time
Cleaning Time *
Cartridge Life

Up to 4 hrs

Up to 3 days

6,000 litres%
(1600 gallons)

SAO-4
LCA114K-FB

Up to 24 hrs

Up to 6 days

3,000 litres%
(800 gallons)

SAO-24
LCA118K-FB

* for general purpose cleaning


